
Airius PureAir Destratification

& Airflow Circulation Fan

Safety chain/cable secured to leash anchor point

AIRIUS MOUNTING GUIDELINES - PUREAIR SERIES - Model 10, 15, 25 (Long & Short Nozzle)

Unistrut or Ceiling Beam

Exhaust

Intake

Chains should be rated @ 20.5 Kgs (45 lbs) each

(Not supplied).

Chains can be attached using carabiners,

hooks or bolts.

Office: +44 (0)1202 554200

Fax: +44 (0)1202 554396

E: airflow@airius.co.uk 

W: www.airius.co.uk
Holwell Farm, Cranborne

Dorset BH21 5QP
AIRIUS®, AIR PEAR®, and THE THERMAL EQUALIZER® are trademarks of Airius, LLC, registered 

in the U.S. and in some countries abroad. Other trademarks pending in the U.S. and abroad.

Leash Anchor Point

LEASH ANCHOR POINT

10-32 X 1/4 T-25 TORX PAN HEAD

The leash anchor point acts as an additional safety point when installed.  

It features a removable torx head screw that can be attached to a back 

up chain or cable (rated @ 90 kgs). 

Cable tie

Cord Secured
Safety chain/

cable secured

230 V Plug
(single phase)

Fan Motor Power Supply

300 VAC Rated Cord Furnished 1.2m (4ft)
(Can be controlled by an On/Off switch
or Airius Speed Controller)

saving you energy

FOR BEST EFFICIENCY the Airius PureAir 

Destratification Fan should be securely installed 

as close as possible to the ceiling. The Airius air 

column should have an unobstructed passage to 

the floor. The Airius unit should not be mounted 

directly in front of heat ducts, vents or near any 

high heat source.

T

PureAir PHI Cell Power Supply 

300 VAC Rated Cord Furnished 1.2m (4ft)
(Can be controlled by an On/Off switch or timer         ) T
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Cable tie

AIRIUS MOUNTING GUIDELINES - PUREAIR SERIES - Model 10, 15, 25 (Long & Short Nozzle) - Angled

Unistrut or Ceiling Beam

Office: +44 (0)1202 554200

Fax: +44 (0)1202 554396

E: airflow@airius.co.uk 

W: www.airius.co.uk
AIRIUS®, AIR PEAR®, and THE THERMAL EQUALIZER® are trademarks of Airius, LLC, registered 

in the U.S. and in some countries abroad. Other trademarks pending in the U.S. and abroad.

Holwell Farm, Cranborne

Dorset BH21 5QP

saving you energy

Leash Anchor Point

LEASH ANCHOR POINT

10-32 X 1/4 T-25 TORX PAN HEAD

The leash anchor point acts as an additional safety point 

when installed.  It features a removable torx head screw 

that can be attached to a back up chain (rated @ 90 kgs). 

Cord Secured

Safety chain/cable secured to leash anchor point

Safety chain/nozzle

support cable secured

Chains should be rated @ 20.5 Kgs (45 lbs) each

(Not supplied).

Chains can be attached using carabiners,

hooks or bolts.

FOR BEST EFFICIENCY the Airius PureAir 

Destratification Fan should be securely 

installed as close as possible to the ceiling. The 

Airius air column should have an unobstructed 

passage to the floor. The Airius unit should not 

be mounted directly in front of heat ducts, 

vents or near any high heat source.

230 V Plug
(single phase)

T

Airius PureAir Destratification

& Airflow Circulation Fan

Fan Motor Power Supply

300 VAC Rated Cord Furnished 1.2m (4ft)
(Can be controlled by an On/Off switch
or Airius Speed Controller)

PureAir PHI Cell Power Supply 

300 VAC Rated Cord Furnished 1.2m (4ft)
(Can be controlled by an On/Off switch or timer         ) T


